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PRODUCT DESCRIPTION

BB-2000

The BlowBox BB-2000 parts blow-off station provides a safe and clean work area for grinding and welding

operations.

Fumes, smoke and non-combustible dust particles are effectively contained and kept away from the user’s
breathing zone thanks to the evenly distributed airflow produced by the powerful ventilation system with up to

2200 cfm of airflow.

PRODUCT SPECS

BB-2000

Air Flow

Voltage (Amps)

Construction
Weight
Length

Height

1900 - 2200 cfm

3hp

230/3/60 (5.5) / 460/3/60 (2.7)

69 dB(A)

16 & 22 gauge powder coated steel
560 Ibs

48"

53"

76"
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FILTERS AND TECHNOLOGY

The BlowBox BB-2000 utilizes high-efficiency fiber bed filters and reusable elements that effectively trap particulates, fumes, and dust generated during various manufacturing
processes. The filters offer effective filtration and minimal maintenance to optimize user productivity.

REPLACEMENT FILTERS FILTER KITS
=== 15" STAGE MECHANICAL ELEMENT HEPA FILTER KIT 4" c/w HEPA FILTER 95%
 MF19-Fo0" Q MF19-FO11
2" STAGE DEMISTER ELEMENT HEPA FILTER KIT 8" c/w HEPA FILTER 99.9%

MF19-F002 w MF19-F012
y

e 3°0 STAGE FIBRE BED FILTER
= _ *a MF19-F007

ODOR-RID FILTER KIT 8" c/w/ ODOR-RID FILTER
MF19-F013

o OPTIONAL 4™ STAGE FILTER
4" HEPA 95% MF19-F004
8" HEPA 99.9% MF19-F005
8" ODR-RID FILTER  MF19-F009
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COMPONENTS

Along with its efficient filtration, the BlowBox BB-2000 was designed with convenience in mind
boasting an array of features that work to improve overall productivity and maintenance. With its
combined functionality, the BlowBox BB-2000 is an indispensable tool for workshops.

Enclosed Workspace: A parts blow off station designed to enhance workshop productivity and
safety by efficiently filtering smoke, dust, and mist. It pulls contaminants away from the user,
ensuring a clean working environment. Its ample surface area accommodates various project sizes
and types, offering versatility for users across different tasks. With its combined functionality, the
downdraft table becomes an indispensable tool for workshops, promoting enhanced productivity
and safety. Additionally, our protective viewing shield allows a precise and detailed perspective of
your actions by viewing them up close with exceptional clarity and minimal contact.

Rhino Board Surface: A composite material engineered to deliver superior performance in sound
insulation, durability, and installation ease. With a flawlessly smooth finish, Rhino Board boasts
scratch resistance. Moreover, strategically placed perforations in the rhino board enhance drainage
efficiency.

Chip Compartment: A practical addition that efficiently collects small debris for easy cleanup. With
accessible drawer access, disposing of contents and maintaining cleanliness is effortless. It
includes a built-in screen to efficiently drain liquids, ensuring optimal functionality and cleanliness.

Electrical Panel: A pre-installed control panel featuring customizable automation features
including options for turning the unit off, keeping it on, or activating an automatic start effortlessly.
When the air gun is lifted, an automatic trigger initiates the machine. Its ambidextrous-friendly
design allows configuring the automatic start feature for either left or right gun holders. Additionally,
the electrical panel includes a separate light switch for independent control of lighting. This feature
enhances visibility during operation and allows for energy conservation when not needed,
providing added convenience and customization.

Wheels: A set of heavy-duty wheels enables users to effortlessly maneuver to any desired location
for optimal usage, avoiding the constraints of fixed positioning.
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Drawer for
Chip removal

UNIT SPECS

MF-1960\

Drain Connection

2

aeroex.com -

info@aeroex.com -

4

1.866.392.9222

Air gun holder provided &

Air discharge

0

on each side for
Left and Right handed operation

Access Door
1st & 2nd
stage filters

Chip Screen for

Air flow & Fluid drain

Note:

Height of working surface: 34"
Max working width: 46"
Max working depth: 47"
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AEROEX TECHNOLOGIES
717 Bayview Dr.
Barrie, ON L4N 9A5

AEROEX US.A.
10585 47" St. N.
Clearwater, FL 33762

Aeroex.com
866-392-9222

sales @aeroex.com
orderdesk @ aeroex.com
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