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PRODUCT DESCRIPTION

BB-500

The BlowBox BB-500 is a compact blow-off station engineered to capture dry smoke and airborne
particulates during parts cleaning, keeping work areas clean and safe. Driven by a 0.75 hp motor producing
more than 500 cfm of airflow, it captures mist, smoke, and fine particles directly at the source.

The BB-500 features a durable, scratch-resistant work surface, integrated LED lighting, and an optional
stand for installation flexibility. Its multi-stage filtration system removes up to 90% of smoke, while activated
| carbon filters capture VOCs and fumes—delivering efficient, reliable performance for clean, effective blow-off
e operations.

PRODUCT SPECS
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BLOWBOX
BB-500
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500 - 600 cfm

0.75 hp

Voltage (Amps) 115/1/60 (4.9)

220/1/60 (2.5)

230/3/60 (1.57)

460/3/60 (0.95)

68 dB(A)

5.8-9.8

Temp limit 50°C /125 °F
Length 43.9"

24.2"

74.4" (with carbon filters)

Carbon Filters Optional
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FILTERS AND TECHNOLOGY

REPLACEMENT FILTERS

The BlowBox BB-500 uses high-efficiency fibrebed filtration
with reusable elements to capture particulates, fumes, and
dust generated during manufacturing processes. This design
delivers effective filtration with low  maintenance
requirements, helping maximize uptime and productivity.

1. MECHANICAL ELLEMENT
* MF55-F0O0O1

2. DEMISTER ELLEMENT
* MF55-FO02

3. 8" FIBREBED FILTER
* MF55-FO0O7

4. OPTIONAL CARBON
FILTERS

s CARB-0018
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COMPONENTS

Along with high-efficiency filtration, the BlowBox BB-500 is designed for convenience, with
features that improve productivity and simplify maintenance—making it an essential tool for
modern workshops.

Enclosed Workspace: The blow-off station pulls smoke, dust, and mist away from the
operator to maintain a clean, safe work environment. A generous work surface supports a
wide range of tasks, while the protective viewing shield provides clear, close-up visibility with
minimal contact.

Rhino Board Surface: This durable composite material delivers excellent sound insulation
and long-lasting performance. Its smooth, scratch-resistant finish and strategically placed
perforations enhance drainage and ease of use.

Lighting: Built-in lighting illuminates the work area for improved visibility, accuracy, and
operator comfort during detailed tasks.

Mobility: Heavy-duty wheels allow the unit to be moved easily to where it's needed,
providing flexibility without the limitations of a fixed installation.
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UNIT SPECS

Carbon Canster

T e AR

Gage

. _~——Access Door
:I I 181 & 2nd

Lo stage filters

Sales Pt. No.:

(™ ] 17 Hamitton Road

Drain Connection —

“‘B:Iow Box with MF-550 and Carbon Filter
“eMe B0O3SAB-0201-XA B
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